hertz

KOMPRESSOREN

REFRIGERATED TYPE
HIGH TEMPERATURE
COMPRESSED AIR DRYER

0,52-3,53
m3/min

16
bar

High temperature air dryers are fitted with an aftercooler to lower the inlet temperature of the
compressed air. This ensures effective dew-point management.

Key Features

* High operating inlet temperature

* Integrated condenser

e Independent air-cooled aftercooler

e Moisture separator

e Automatic drain

e Environmentally friendly R134a refrigerant
* Increased compressor life span

* Operate in high ambient temperatures

* Excellent insulation

» Easy to assemble and maintain
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Max. Pressure Capacity Dimensions (mm)

Conn_ection LEEED Controller | Refrigerant Type
psi m?*/min cfm St HHuLE, Length | Width | Height
HRD H 31 16 232 0,52 18 G " 230/ 1 /50 445 445 955 62 DigiPro R134a
HRD H 52 16 232 0,87 31 G " 230/ 1 /50 445 445 955 62 DigiPro R134a
HRD H 75 16 232 1,25 44 G " 230/ 1 /50 445 445 955 63 DigiPro R134a
HRD H 106 16 232 1,77 62 G %" 230/ 1 /50 445 445 955 A DigiPro R134a
HRD H 160 16 232 2,67 94 G %" 230/ 1 /50 625 510 9210 88 DigiPro R134a
HRD H 212 16 232 SHad) 125 CR7% 230/ 1 /50 625 510 910 97 DigiPro R134a

Pressure (bar)

F1

Ambient Temperature °C

F2

Inlet Temperature °C

F3

Correction Formula: Dryer Capacity = Air Delivery Capacity of the Compressors /F1/F2/F3
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